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    The mechanical drive single shaft disperser has a compound drive utilizing one short wide belt between the motor and a jack shaft.  A second set of pulleys and V-belts run to the dispersing shaft.  By utilizing the best speeds of each pulley, maximum power is transferred to the shaft and impeller at all speed ranges: Providing the widest speed range with maximum possible torque.

     Frequency inverter drive units are designed with a variable speed belt and drive system using high efficiency motors coupled to a Variable Frequency Inverter.  This provides for a soft start of the machine, precise speed control and a significant energy savings.
     Tip speed is the velocity of the outside edge of the impeller.  Tip speed of the impeller ranges from approximately 1,500 to 5,000 feet per minute. Shaft 
RPM varies according to impeller size.  Specific speeds can be designed to meet customer's needs.

     This unique disperser is extra tough to reduce down time.  To speed up maintenance all lubrication points are accessible externally.  Maximum capacity with minimum height above the floor reduces the possibilities of shaft vibration.  You get more dispersion in less space in less time.
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15 through 100 horsepower have mechanical variable speed.  Up to 200 HP with two-speed motor.  

All models available with variable frequency drive (VFD) speed control.
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Mechanical Drive disperser shown with optional clam style shaft guard with XP limit switch.  Standard is pipe style shaft guard.
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For medium to large size batches.  Thousands in use throughout the world!
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Series 800


Heavy duty single shaft disperser.





�





Frequency Inverter Drive disperser shown with standard is pipe style shaft guard.
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		DIMENSION TABLE FOR SERIES 800 (Standard in inches)

		H.P.		A		B		C		D		E		F		G		H		I		J		K		L		M		N		O		P		Q		R		S

		15		122.00		74.00		48.00		95.00		64.00		52.50		42.50		36.00		9.00		41.00		24.00		48.00		19.50		19.50		19.50		2.25		2.25		6.50		1.00

		20

		25

		30

		40		143.50		89.50		54.00		106.00		77.50		58.00		48.00		38.50		9.00		45.00		24.00		54.00		19.50		19.50		19.50		1.75		2.25		6.50		1.00

		50

		60		143.50		89.50		54.00		112.00		77.50		63.00		49.00		39.00		9.00		49.00		24.00		54.00		19.50		19.50		19.50		1.75		2.25		7.50		1.00

		75		156.00		96.00		60.00		116.00		82.00		64.00		52.00		42.50		9.00		50.00		36.00		54.00		32.00		25.00		25.00		2.00		2.00		7.50		1.00

		100		187.75		115.75		72.00		125.00		100.00		68.00		57.00		54.00		12.00		51.00		48.00		48.00		42.00		21.00		21.00		3.00		3.00		8.00		1.00

		DIMENSION TABLE FOR SERIES 800 (Metric - mm)

		H.P.		A		B		C		D		E		F		G		H		I		J		K		L		M		N		O		P		Q		R		S

		15		3099		1880		1219		2413		1626		1334		1080		914		229		1041		610		1219		495		495		495		57		57		165		25

		20

		25

		30

		40		3645		2273		1372		2692		1969		1473		1219		978		229		1143		610		1372		495		495		495		44		57		165		25

		50

		60		3645		2273		1372		2845		1969		1600		1245		991		229		1245		610		1372		495		495		495		44		57		191		25

		75		3962		2438		1524		2946		2083		1626		1321		1080		229		1270		914		1372		813		635		635		51		51		191		25

		100		4769		2940		1829		3175		2540		1727		1448		1372		305		1295		1219		1219		1067		533		533		76		76		203		25
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